
4CH H.265 DUAL SD CARDS MOBILE DVR
SUPPORT REMOTE VIEWING OVER LAN

INTRODUCTION

MAIN FEATURES

‧Adapted with G-Sensor event triggered record

‧Adapted 4G / Wi-Fi function ( MR422N )

‧4CH Full HD ( Downward compatible ), 4CH Sound input

‧Daul card slots on the front panel, support up to 256GB SD x 2 ( SDXC ) 

‧Recording frame rate 1080P@30fps / CH

CARAVISION SET TO LAUNCH DUAL SD CARDS MOBILE DVR
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❖ Support dual SD cards storage and H.265 video compression saves around 50% of the bit rate
❖ Supply necessary power to cameras through coaxial cable and supports CoC ( Control over Coax ) function
❖ Designed to record your surroundings while the vehicle is in operation for up to 40 seconds

CV-MR422S / CV-MR422N Series, mobile digital video recorder ( MDVR ) has four video channels 
and developed specifically for in-vehicle video surveillance and remote monitoring of a 
high performance and scalability. The recording unit and associated accessories are specifically 
designed for operation in a mobile environment to record events, event triggers, real-time 
monitoring, vehicle speed, GPS location, and can be connected to a company’s local network / 
intranet for fast video retrieval.



‧DC 8V ~ 36V wide range power input

‧Power-off protection avoiding key data from loss

‧Support driver-operated panic button for an emergency alert

SPECIFICATION

‧Built-in external indicator, a buzzer or a signal light

‧Super capacitor upgrated optional

‧User friendly GUI providing easy and flexible operations
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Slot ports cover is designed with a built-in tamper switch, 
supplied L-Type wrench for removing or fixing screw hole, 
prevents dirt and debris from entering, short circuit damage 
from exposed port connectors.

The content in the following news releases is accurate at the time of publication but may be subject to change. Specifications and information given in this document are subject to
change by Caravision without prior notice.

Press Release



SERVER ARCHITECTURE

Additional security functions can be implemented in the reverse proxy server to further protect your internal 

network from outside users.

With more than 30 years of video technology support from our parent company HI-SHARP in the security and 

surveillance field, Caravision focuses on the research and development of in-vehicle security and surveillance 

equipment, with a full range of products developed and manufactured in Taiwan.

Our products for large commercial vehicles is particularly impressive, and Caravision has flexibly constructed a line 

of automotive video products, providing various AI intelligent video identification technology, advanced driver 

assistance system ( ADAS ), driving vision assistance system integration and fleet management services.

For more information and product details, please visit www.caravis ion.com.tw

334012 No.673, Changxing Rd., Bade Dist., Taoyuan City, Taiwan ( R.O.C.)
TEL. +886-3-365-1895
FAX. +886-3-365-8119
sales@caravision.com.tw
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