
Wide Angle Camera

1/2.8” Format Image Sensor
Horizontal View Angle (FOV) Up to 170°

1080P Lines Horizontal Resolution
IP69K weather-proof

CV-CC182FH

Effective Pixel 1920 (H) × 1080 (V) approx.  2.07M pixel

Dynamic Range -

Image Sensor 1/2.8” CMOS

SNR 72dB

Fish Eye Correction
(de-warping)

HDR(WDR)

Signal Sync

Video System

Resolution

Output I/F

View Angle (FOV)

Audio in

DWDR

Internal Sync.

TVi

1080P

Composite 1.0 Vp-p / 75 ohm

Horizontal Up to 170°

Option

IR LED

Mirror

Low Lux

Power Consumption

5M @180

Option

0.1Lux

3W (MAX)

Option

Operation Voltage DC12V ± 10%

Operation Temperature /
Humidity -20°C ~ 70°C / 95%

Stock Temperature / 
Humidity

Water-Proof

Anti-Vibration

Dimension

Weight

Camera Connector

-20°C ~ 85°C / 95%

IP 69K

ISO16750-3 method 4.1.3.2.3

97mm (W) x 45.4mm (H) x 49.5mm (D)

202g

6 pin mini-Din
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Model CV-CC182FH


